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ENERLAB DITCH BREAK 
POLYURETHANE FOAM SYSTEM 

Description 

Enerlab Ditch Break is a low-exotherm spray polyurethane foam designed for no splitting at high volume 

spraying.  

PHYSICAL PROPERTIES 

 A-Component (Isocyanate) B-Component (Resin) 

Colour Red-brown Dark amber 

Viscosity (mPas, 20°C)   200 270 

Specific Gravity (kg/L) 1.23 1.06 

Shelf Life 12 months 6 months 

Storage Temperature 15 – 25°C 15 – 25°C 

Property ASTM Method Value 

Apparent Core Density D1622 2.1 – 2.3 lb/ft3 / 34 – 37 kg/m3 

Compressive Strength D1621 32 – 34 PSI / 220 – 234 kPa 

Thermal Resistance C518 7.06 

Hand mixing at 20°C, 1:1 volume ratio 

Cream Time (s) 

Gel Time (s) 

Final Time (s) 

4 – 5   

13 – 14 

24 – 25 

 

Spraying Equipment Type and Parameters               

Enerlab Ditch Break components shall be sprayed with equipment using a 1:1 volume ratio. The normal 

operating parameters are as follows: 

Temperature: 105 - 130°F (40.5 – 54.4°C) 

Pressure: 1200 – 1400 PSI 

Guaranties, Warranties  

The manufacturer’s recommendations for the use of their products as shown and described herein are based 

on tests believed to be reliable. However, since the use and application of these products are beyond our 

control, we hereby disclaim all warranties, either expressed or implied. 


