
 

 

 

DC315 Work Completion Record 
  

 

INSTALLER INFORMATION 
Field Information 

Company Name  

Address Line 1  

Address Line 2  

City  

State / Province  

ZIP / Postal Code  

Country  

Company Phone  

Company Email  

Installer First Name  

Installer Last Name  

Installer Certification #  

Application Start Date  

Completion Date  

Application Documents on Jobsite ☐ Yes  ☐ No 

 

PROJECT INFORMATION 
Field Information 

Project Name  

Customer First Name  

Customer Last Name  
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Job Site Address Line 1  

Job Site Address Line 2  

City  

State / Province  

ZIP / Postal Code  

Country  

Ventilated at 0.3 ACH Minimum ☐ Yes  ☐ No 

Job Description  
 
 
 
 
 

Coating Thickness Required  

Thickness Specified As ☐ Wet  ☐ Dry 

 

DC INTUMESCENT COATING MATERIAL INFORMATION 
Field Information 

DC Coating Used  

Purchased Material From  

Quantities Purchased  

DC Batch #’s Batch number can be found on the side of the pails  

Mix Time  

Number of Coats  

Material Temperature  
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Temperature Scale ☐ Celsius  ☐ Fahrenheit 

Quantity Used  

Measurement ☐ Gallons  ☐ Pails 

Size of Area Coated  

 

EQUIPMENT INFORMATION 
Field Information 

Airless Sprayer Type / Model  

Pressure  

Gun Type  

Hose Length  

Hose Diameter  

Whip Diameter  

Tip Size  

Additional Notes or Comments  

 

SUBSTRATE TYPE AND CONDITIONS 
Field Information 

Substrate Type  

Clean ☐ Yes  ☐ No 

Dry ☐ Yes  ☐ No 

Free of Grease / Oil / 
Contaminants 

☐ Yes  ☐ No 
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% Moisture Content  

Substrate Temperature  

Temperature Scale ☐ Celsius  ☐ Fahrenheit 

Was a Primer Used ☐ Yes  ☐ No      *Required in Canada 

Was a Topcoat Used ☐ Yes  ☐ No 

Notes  
 
 
 
 
 
 

 

ENVIRONMENTAL CONTROLS 

Field Information 

Type of Ventilation  

Ventilation Duration  

Heating Required  

Temperature Scale ☐ Celsius  ☐ Fahrenheit 

 

TEMPERATURE & RELATIVE HUMIDITY READINGS 
(Be sure to monitor continuously throughout application and curing.) 

Temp and Relative Humidity (RH) Readings​​ ☐ Celsius  ☐ Fahrenheit 

Be Sure to Monitor Continuously Throughout Application and Curing and Record Below 
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Day Temperature RH % 

Day 1   

Day 2   

Day 3   

Day 4   

Day 5   

Day 6   

Day 7   

 
 

COATING THICKNESS RECORDED MEASUREMENTS 
 

Were Medallions Used ☐ Yes  ☐ No 

Thickness Measured As ☐ Wet  ☐ Dry 

Record Actual Thickness Measurements 
 

1 2 3 4 5 6 7 8 9 10 11 12 

13 14 15 16 17 18 19 20 21 22 23 24 

 

INSTALLER CERTIFICATION 
I hereby certify that I have installed the listed fire protection per manufacturers’ installation instructions and 
product listings, and in a manner compliant with local building codes in effect at the time of installation. 

 
Signed: _____________________________________ 
 
Dated: ______________________________________ 
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